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1. Introduction

Fig 1. Drawing of BLF578 device.

The purpose of this document is to provide the customer with a comprehensive
description of the BLF578 LDMOS transistor model, extraction procedure, installation
procedure, limitations and application.

The BLF578 is a 1000 W pulsed RF power transistor (see Fig 1). The device has been
optimized for applications in the 225 MHz frequency band. For more information about
the device performance, see the Data Sheet.

2. Model Description

Application note

Table 1 summarizes the model information.

Table 1. Summary of model information

Device name BLF578, BLF578

Model name NXP_ BLF578

Model version 0.1

Simulator ADS 2005A, ADS2006A
Library version SiMKit 2.4

The electrical behavior of the transistor die is described by a scalable, physics based
Sub-Circuit model’. This model is based on the Philips standard models MM11 for the
channel region and MM31 for the drain extended region. MM11 is a surface potential
based MOST model providing a smooth transfer from sub- to super threshold including
the sign swap of the temperature coefficient of the drain current. This improves inter-

1. See: M.P.J.G. Versleijen, V.J. Bloem, J.A. van Steenwijk, O.l. Yanson, “A new physics based
dynamic electro thermal large signal model for RF LDMOS FETs”, IEEE MTT-S 2004 International
Microwave Symposium Digest, Volume 1, pgg. 39 — 42.
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modulation distortion modeling. In addition, parasitic resistances and capacitances have
been included to model the interconnect lines on the die. The model scales with the
number of cells and the length of the gate fingers. Temperature scaling of the model is a
static one and is based on the standard temperature scaling rules of the building blocks
(MM11, MM31).

At present, lumped element components are used to model the matching capacitors,
package parasitic capacitance and bond-wire inductances.

3. Model Parameters

The ADS symbol for the BLF578 device is shown in Fig 2.
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Fig 2. ADS symbol of the BLF578 device Fig 3. Schematic of the package model as in Fig 2.
model.

The parameters Lqs_Spread, Lg,_Spread, etc. allow controlling the spread of the values
of the bond-wire inductances and matching capacitances. In practice, the parameters set
the ratio between the actual and nominal values of each element?. By default, these
parameters are set to 1.

2. Forinstance, by setting Lq1_spread to 0.95, the actual value of the Lg; inductance becomes 95% its
nominal value.
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The expected statistical distributions of the spreading of the bond-wire inductances and
matching capacitances are available and can be provided by NXP on special request.

The T_Device parameter controls the device temperature used in the simulation.

4. Parameter extraction procedure

The model parameters of each section were extracted with the following procedure:
i Extraction of the parameters of the active die model

a. The DC characteristics were measured in wide bias and temperature
ranges (Vgs up to 15V, Vgs up to 30V, T up to 125 °C).

b. The s-parameter were measured in a wide frequency band

c. Dedicated structures were used for the de-embedding of the parasitics
due to metal structures and interconnects from the s-parameter data.

d. A semi-automated procedure implemented with the Agilent’'s IC-CAP
program was used to extract the model parameters

ii. Extraction of the parameters of the package model

a. The values of the matching capacitances are obtained from design
information

b. The value of the package parasitic capacitance is measured with a low-
frequency CV meter

c. The starting values of the bond-wire inductances are obtained from
design information.

d. The device S-parameters are measured using both an unmatched test
fixture® and the application circuit.

e. The inductance values are then optimized by fitting the S-parameters
data. The package parasitic source inductance is also optimized.

5. Model limitations

The current version of the model includes only “static” thermal effects. This means that
only the simulation temperature can be specified. As a consequence, it is expected that
the model will provide a slight overestimation of the P,4g and P34g values. The amount of
this overestimation depends on the specific simulation conditions. However, it is
expected not to exceed 1 dB.

Another consequence of the absence of electro-thermal effects is that the applied bias
voltage (Vgs) needed to obtain the required lqq is expected to be 0.1V-0.2V higher in
simulations than in measurements.

The absence of dynamic thermal effects also implies that the model is at present not
capable to take in to account thermal memory effects.

3.  This test fixture is composed by a simple 50Q transmission line and, therefore, provides 50Q
loadings at the input and output of the device.
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In addition, since the model is based on a quasi-static formulation, it does not predict
memory effects due to non-quasi-static (NQS) phenomena.

Some of these limitations will be overcome in the near future when a new, fully electro-
thermal, version of the model (at present under testing) will be made available.

6. Installation Instructions

In order to run properly, the Design Kit requires the latest version of the Philips model
library SiMKit to be installed (see Table 1 for version information). The SiMKit model
library provides the definitions of the primitive submodels employed by the main device

model. The installation procedure is described for three possible cases.

6.1 Case 1: No SiMKit installed

Close all ADS schematics
In the main window of ADS, select "Design Kit ----- > Install Design Kits......
Install the Philips SiMKit

iv. Exit and restart ADS
V. In the main window of ADS, select "Design Kit ----- > Install Design Kits......"
Vi. Install the model Design Kit

vii. Exit and restart ADS

Viii. Now the model will function properly

6.2 Case 2: Old version of the SiMKit installed

Close all schematics
In the main window of ADS, select "Design Kit ----- > Setup Design Kits......
REMOVE the older version of the SiMKit (DO NOT just DISABLE the old SiMKit)

iv. Apply the changes
V. Exit and restart ADS
Vi. In the main window of ADS, select "Design Kit ----- > Install Design Kits......"
vii. Install the Philips SiMKit
viii. Exit and restart ADS
iX. In the main window of ADS, select "Design Kit ----- > Install Design Kits......"
X. Install the model Design Kit
Xi. Exit and restart ADS
Xii. Now the model will function properly

6.3 Case 3: Updated version of the SiMKit installed

Application note

Close all schematics

In the main window of ADS, select "Design Kit ----- > Install Design Kits......
Install the Design Kit of the model

Exit and restart ADS

Now the model will function properly

© NXP B.V. 2008. All rights reserved.
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NOTE: failing to have the proper version of the Philips SiMKit installed will result in an
error message during the simulations.
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7. Legal Information

7.1 Definitions

Draft — The document is a draft version only. The content is still under
internal review and subject to formal approval, which may result in
modifications or additions. NXP Semiconductors does not give any
representations or warranties as to the accuracy or completeness of
information included herein and shall have no liability for the consequences
of use of such information.

7.2 Disclaimers

General — Information in this document is believed to be accurate and
reliable. However, NXP Semiconductors does not give any representations
or warranties, expressed or implied, as to the accuracy or completeness of
such information and shall have no liability for the consequences of use of
such information.

Right to make changes — NXP Semiconductors reserves the right to make
changes to information published in this document, including without
limitation specifications and product descriptions, at any time and without
notice. This document supersedes and replaces all information supplied prior
to the publication hereof.

Suitability for use — NXP Semiconductors products are not designed,
authorized or warranted to be suitable for use in medical, military, aircraft,
space or life support equipment, nor in applications where failure or
malfunction of a NXP Semiconductors product can reasonably be expected
to result in personal injury, death or severe property or environmental
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damage. NXP Semiconductors accepts no liability for inclusion and/or use of
NXP Semiconductors products in such equipment or applications and
therefore such inclusion and/or use is for the customer’s own risk.

Applications — Applications that are described herein for any of these
products are for illustrative purposes only. NXP Semiconductors makes no
representation or warranty that such applications will be suitable for the
specified use without further testing or modification.

7.3 Patents

Notice is herewith given that the subject device uses one or more patents
and that each of these patents may have corresponding patents in several
jurisdictions.

7.4 Trademarks

Notice: All referenced brands, product names, service names and
trademarks are property of their respective owners.

ADS — is a trademark of Agilent Technologies
Momentum — is a trademark of Agilent Technologies

IC-CAP — is a trademark of Agilent Technologies
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9 of 10



NXP Semiconductors AN_B LF578

BLF578LDMOS transistor model

© NXP B.V. 2008

All rights are reserved. Reproduction in whole or in part is prohibited without the prior
written consent of the copyright owner. The information presented in this document does
not form part of any quotation or contract, is believed to be accurate and reliable and may

be changed without notice. No liability will be accepted by the publisher for any

founded b)’ consequence of its use. Publication thereof does not convey nor imply any license under
patent- or other industrial or intellectual property rights.
Date of release:25-09-2008
pH I LI ps Document order number:
Published in The Netherlands





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


